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Code

Weight Packaging

kg lbs mm inch pcs/box

without hose

F00332A00 2,1 4,6 350x170x140 13,8x6,7x5,5 1

F00332A10 2,1 4,6 350x170x140 13,8x6,7x5,5 1

F00332A40 2,1 4,6 350x170x140 13,8x6,7x5,5 1

F00332A60 2,1 4,6 350x170x140 13,8x6,7x5,5 1

with hose

F00332A20 3,2 7 300x300x180 18,8x11,8x7,1 1

F00332A30 3,2 7 300x300x180 18,8x11,8x7,1 1

F00332A50 3,2 7 300x300x180 18,8x11,8x7,1 1

F00332A70 3,2 7 300x300x180 18,8x11,8x7,1 1

PRODUCTS’ RANGE   WEIGHT AND PACKAGING

EWNPIUSI HAND PUMP
VIDEO

EN.  PIUSI HAND PUMP, the new rotary 
Inox certified hand pump for transferring 
AdBlue®.  
Completely DEVELOPED, 
MANUFACTURED and CERTIFIED in 
ITALY.

It is the new Benchmark due to its:
- Suction capacity: self-priming with easy 
and immediate dispensing 
- Capacity: 38 litres per 100 revolutions
- Plus, the materials used are 100% 
chemically compatible with AdBlue® 
(directive ISO 22241)  

The manufacturing tolerances along with 
the wear-resistant materials guarantee 
many years of perfect operation.
Sturdy construction for Professional Use.
Complete with suction tube and bung 
adapter available in different thread sizes

Discover the new PIUSI HAND PUMP and 
trust in the quality of 100% Italian made 
products.

Choose the design, performance and 
reliability of Piusi products.

(*) AdBlue® is a registered trademark: any 
use is subject to approval by Verband der 
Automobilindustrie e.V. (VDA). www.vda.de.

ES.  PIUSI HAND PUMP, la nueva bomba 
de mano rotativa en acero inoxidable, 
certificada para el suministro de Adblue®. 
Completamente DESARROLLADA, 
PRODUCIDA y CERTIFICADA en ITALIA.

Representa la nueva Referencia por:
- Capacidad de aspiración: autocebante 
con erogación simple e inmediata
- Prestaciones volumétricas: 38 litros para 
100 rotaciones
- Compatibilidad química para AdBlue®: del 
100 % de los materiales usados  (directiva 
ISO 22241)

Las tolerancias de fabricación junto a los 
materiales antidesgaste son garantía de un 
perfecto funcionamiento por muchos años.
Fabricación sólida para uso profesional.
Con tubo de aspiración y de unión del 
armazón, disponible en los diferentes 
estándares de rosca.

Descubre la nueva PIUSI HAND PUMP y 
confía en la calidad de los productos 100 % 
hecho en Italia.
Elige el diseño, las prestaciones y la 
fiabilidad de los productos 100 % hecho en 
Piusi.

(*) AdBlue® es una marca registrada: el uso está 
sujeto a la aprobación por parte de Verband der 
Automobilindustrie e.V. (VDA). www.vda.de

PT. PIUSI HAND PUMP, a nova bomba 
manual giratória em INOX certificada para 
a transferência de AdBlue®. Totalmente 
DESENVOLVIDA, PRODUZIDA e 
CERTIFICADA na ITÁLIA.
Representa o novo referencial por:
- Capacidade de aspiração: auto-
bombeante com fornecimento simples e 
imediato
- Desempenho volumétrico: 38 litros por 
100 rotações
- Compatibilidade química para AdBlue® 
de 100% dos materiais utilizados (diretiva 
ISO 22241)
As tolerâncias de fabricação juntamente 
com os materiais anti-desgaste são a 
garantia de um funcionamento perfeito por 
muitos e muitos anos.
Fabricação solida para Uso Profissional.
Completa já com mangueira de aspiração 
e de junção para o cilindro disponível nos 
diferentes padrões filetes.
Descubra a nova PIUSI HAND PUMP e 
confie na qualidade dos produtos 100% 
italianos.
Escolha o design, o desempenho e a 
confiabilidade dos produtos 100% feitos 
em Piusi.

(*) AdBlue® é uma marca registrada:o uso está 
sujeito a aprovação por parte da Verband der 
Automobilindustrie e.V. (VDA). www.vda.de
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PIUSI HAND PUMP

Capacity
up to

L (10 USG)38
per 100 revolutions

100% Made in Piusi

Made 
in Italy

Code Description
Fluids Capacity

per 100 revolutions Drum connector Suction 
tube

Delivery hose 
lenght

type L USG m

without hose

F00332A00 Piusi hand pump 56x4 38 10 56x4 Yes -

F00332A10 Piusi hand pump 2” Buttress 38 10 2" Buttress Yes -

F00332A40 Piusi hand pump 2” BSP 38 10 2" BSP Yes -

F00332A60 Piusi hand pump 70x6 38 10 70x6 Yes -

with hose

F00332A20 Kit Piusi hand pump 56x4 with hose 38 10 56x4 Yes 2,5

F00332A30 Kit Piusi hand pump 2” Buttress with hose 38 10 2" Buttress Yes 2,5

F00332A50 Kit Piusi hand pump 2” BSP with hose 38 10 2” BSP Yes 2,5

F00332A70 Kit Piusi hand pump 70x6 with hose 38 10 70x6 Yes 2,5

PRODUCTS’ RANGE   TECHNICAL DATA

Rotative hand pump with delivery hose and stainless steel spout.

Code R1512800A
F: 2” BSP - M: 70x6

FEATURES ON REQUEST

Drum connector Suction pipe Stainless steel spout Drum adapter

Code F19158000: Drum connector 56x4 
Code F19159000: Drum connector 2’’ Buttress
Code F19157000: Drum connector 2’’ BSP 
Code F19157010: Drum connector 70x6


